Lokermann Sir.l.
Via Monte Pasubio 140

LKM CUT 60 ang33 044 172469

E Mail: lokermann@lokermann.eu

PRODUCT PARAMETERS Website: www.lokermann.eu

Technical Data
Without High Frequency

Amps 60

Duty Cycle 60%

Gas Air

Gas Flow 150 It/min.

Pilot Arc Electrode to Tip
Post Flow Time 60 sec.

Cable Type Coax

Rear Box Central Adapter

DESCRIPTION CODE

PLASMA TORCH LKM CUT 60 6MT CENTRAL ADAPTER 24006
PLASMA TORCH LKM CUT 60 12MT CENTRAL ADAPTER 24008

CUTTING COMPASS (SUITABLE ONLY WITH SPACER SERIES) 22549

C € DECLARATION OF CONFORMITY
1EC 60974-7 Lokermann S.r.l. declares that the products described and identified on this page complies with standard EN60974-7



LKM CUT 60

PRODUCT PARAMETERS

SAFETY
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* PARTS MOUNTED
** WITH GRAND CUT 42 PFC MV USE MAX 40A TIPS
*** GOUGING SERIES IS NOT SUITABLE FOR GRAND CUT 42 PFC MV
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Reference numbers are for your convenience only. Data and images are indicative and can be changed without notice.
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Lokermann S.r.l.

Via Monte Pasubio 140

36010 Zane (VI)- Italy
Phone:+39 0442 1722469

E Mail: lokermann@lokermann.eu
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