Lokermann Sir.l.

LKM MIG 500 HC 55010 v (1

Phone:+39 0442 1722469

PRODUCT PARAMETERS e

LKM MIG 500 HC IMT AMT oMT

CODE 23015 23016 23017
DUTY CYCLE 60% C02 500A 500A 500A
DUTY CYCLE 60% MIX 450A 450A 450A
WIRE DIAMETER 1,0-1,6 MM 1,0-1,6 MM 1,0-1,6 MM
COOLING LIQUID LIQUID LIQUID
UP/DOWN SYSTEM NO NO NO

LKM MIG 500 HC UP/DOWN SYSTEM

CODE 23027 23028 23029

DUTY CYCLE 60% C02 500A 500A 500A

DUTY CYCLE 60% MIX 450A 450A 450A

WIRE DIAMETER 1,0-1,6 MM 1,0-1,6 MM 1,0-1,6 MM

COOLING LIQUID LIQUID LIQUID
UP/DOWN SYSTEM YES YES YES COPPER SIZE 75MM2

C € DECLARATION OF CONFORMITY
IEC 60974-7 Lokermann S.r.l. declares that the products described and identified on this page complies with standard EN60974-/



LKM MIG 500 HC spaRE PARTS

_—

140mm 23590
;w ' 16,0mm 23591
19,0mm 23592

0 E-Cu CuCr-Zr  E-Cul

M8 0,8mm 23566 23565 23567

i 1.0mm 23569 23568 23570
%é 1,2mm 23512 23511* 23573

1,6mm 23575 23574 23576

CODE
T 23610 PLASTIC
l 23611*  CERAMIC

280

H CODE

=e 250mm 23607 BRASS
|' 290mm 23608  BRASS
Fe' 250mm  23609*  COPPER

POWER CABLE
23615-3mt
23616 - 4mt

23617 - 5mt

Reference numbers are for your convenience only. Data and images are indicative and can be changed without notice.

B uncoated steel liner wire 1,2-1,6

*INCLUDED



